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(57) ABSTRACT

An electromechanical switch comprising a plunger, a first
switch in contact with the plunger in a first position of the
plunger, in which a connection of the switch is open, a button
in sliding contact with the plunger, and a solenoid in contact
with the plunger in a second position of the plunger, in which
a connection of the first switch is closed.

5 Claims, 23 Drawing Sheets
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1
ELECTROMECHANICAL SWITCH FOR
CONTROLLING TOXIC GAS

This divisional application claims priority to prior filed
U.S. non-provisional application Ser. No. 11/700,668 filed
Jan. 31, 2007. All description, drawings and teachings set
forth therein are expressly incorporated by reference herein
and claim to priority upon the teachings expressly made
herein.

TECHNICAL FIELD OF THE INVENTION

The present disclosures relate to a system and method of
controlling the concentrations of one or more gases ina space.
More specifically, the present disclosure relates to a system
and method for preventing and controlling the concentration
of gaseous products or byproducts, such as carbon monoxide
(CO), in a space when a predetermined concentration is
exceeded by interrupting the process, such as combustion,
which produces the gases.

BACKGROUND OF THE INVENTION

The combustion or processing of certain materials often
results in the production of certain gases. When the concen-
tration of these gases exceeds a predetermined threshold, it
may be desirable to cease the combustion or processing which
is directly or indirectly producing the gas. One such gas is
carbon monoxide. Carbon monoxide is a colorless, odorless,
tasteless gas, which is produced through an incomplete com-
bustion of a hydrocarbon. Carbon monoxide can be produced
by various fuel burning appliances, such as, fuel fired fur-
naces, gas hot water heaters, gas stoves, gas dryers, space
heaters, vehicles, snow blowers, portable power generators,
etc.

Once present, this gas circulates freely throughout a build-
ing, such as a home. If this gas is not ventilated properly,
carbon monoxide poisoning may result. Carbon monoxide
inhibits the blood’s ability to carry oxygen to body tissue,
including vital organs such as the heart and brain. When
carbon monoxide is inhaled, it combines with oxygen-carry-
ing hemoglobin of the blood to form carboxyhemoglobin.
Once combined with the hemoglobin, the hemoglobin is no
longer available for transporting oxygen. The amount of car-
boxyhemoglobin that builds up is a factor of the concentration
of the gas being inhaled and the duration of the exposure.
Carbon monoxide can act in the body in high concentrations,
or slowly over a long period of time. Because it takes several
hours to remove carbon monoxide from the body of a person,
concentrations of carbon monoxide can gradually build up in
the blood causing headaches, fatigue, dizziness, nausea,
burning eyes, or unconsciousness.

Sources of Carbon Monoxide (CO)

Carbon monoxide can be produced whenever a hydrocar-
bon is burned and the combustion is incomplete. Hydrocar-
bons include all fossil fuels and their derivations, such as oil,
natural gas, gasoline, coal, etc. Sources of carbon monoxide
include power generators and other gasoline powered equip-
ment; un-vented kerosene and gas space heaters; leaking
chimneys and furnaces; back-drafting from furnaces, and
others. Incomplete oxidation during combustion in gas ranges
and non-vented gas or kerosene heaters may cause high con-
centrations of CO in indoor air. Worn or poorly adjusted and
maintained combustion devices (e.g., boilers, furnaces) can
be significant sources of CO.
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Standards or Guidelines

According to the inventor’s understanding, no standards
for CO concentration have been agreed upon for indoor air.
However, CO detectors/alarms always have been and still are
designed to alarm before potentially life-threatening levels of
CO are reached. The UL standard 2034 (1998 revision) has
stricter requirements that the detector/alarm must meet before
it can sound. As a result, the possibility of nuisance alarms is
decreased. ULL-2034 standard calls for the following levels
and actions:

70 PPM—alarm between 60 & 240 minutes
150 PPM—alarm between 10 & 50 minutes
400 PPM—alarm between 4 & 15 minutes

Carbon Monoxide (CO) Detectors

Because carbon monoxide is a colorless, odorless, tasteless
gas, it virtually impossible to detect its presence without a
carbon monoxide detector. Devices for sensing carbon mon-
oxide and triggering an audible and/or visual alarm in the
presence of excess concentrations of carbon monoxide are
presently available and their use is known to those of ordinary
skill in the art. The most common types of CO sensors used in
CO detectors are described below.

A biomimetic type (chem-optical or gel cell) sensors works
with a form of synthetic hemoglobin which darkens in the
presence of CO, and lightens without it. This can either be
seen directly or connected to a light sensor and alarm.

Electrochemical-type sensors are a type of fuel cell that,
instead of being designed to produce power, is designed to
produce a current that is precisely related to the amount of the
target gas (in this case carbon monoxide) in the atmosphere.
Measurement of the current therefore gives a measure of the
concentration of carbon monoxide in the atmosphere. Essen-
tially the electrochemical cell consists of a container, 2 elec-
trodes, connection wires and an electrolyte—typically sulfu-
ric acid. Carbon monoxide is oxidized at one electrode to
carbon dioxide whilst oxygen is consumed at the other elec-
trode. For carbon monoxide detection, the electrochemical
cell has advantages over the other technologies in thatithas a
highly accurate and linear output to carbon monoxide con-
centration, requires minimal power as it is operated at room
temperature, and has a long lifetime (typically commercial
available cells now have lifetimes of 5 years or greater). Until
recently, the cost of these cells and concerns about their long
term reliability had limited uptake of this technology in the
marketplace although these concerns are now largely over-
come.

The electrochemical-type sensor type is the example used
for explaining embodiments of the invention below. Typically
the cell used generated a current of 45 nA/ppm (nano amperes
per part per million of carbon monoxide) for example, a
concentration of 85 ppm in the area will create a current equal
to (45 nA/ppmx85 ppm)=3.825 uA (micro Amperes). This
current can be easily converted to voltage by using a high
precision resistor, and then measured by an A/D (analog to
digital) converter either external to, or built in the microcon-
troller as explained below.

In a semiconductor-type detector, thin wires of the semi-
conductor tin dioxide wafer on an insulating ceramic base
provide a sensor monitored by an integrated circuit. CO
reduces resistance and so allows a greater current which if
high enough will lead to the monitor triggering an alarm. This
sensor is more expensive and less used in residential CO
detectors.
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Generators

In the majority of the portable gas powered generators
available in the retail and commercial markets today, the
mechanism used shorts one lead of the ignition module to
ground (which is normally the generator’s metal frame and
body of the alternator) in order to shut down the gas engine.
This is true for both manually cranked gas engines (pull rope)
and electrically cranked, larger engines (sealed lead acid bat-
teries or electric starter—such as of those used in larger
generators and snow throwers). For battery or electrically
cranked engines, there are two switches, one mostly called
RUN/STOP and the other for cranking the engine, normally a
momentary pushbutton called START. There are certain gen-
erators and engines that both of these switches may be com-
bined into one, three position switch. The positions will then
be STOP-RUN-START, being the START position a momen-
tary position.

Microcontrollers

The term microcontroller as used herein includes micro-
controllers, microprocessors, and the like. Microcontrollers
are highly integrated devices that execute a stored program.
The program is stored as a series of instructions, usually in
non-volatile memory. Microcontrollers often use external
resonators or crystals to supply clock pulses that paces the
microcontroller. Instructions may take one, two, or more
clock cycles to be executed depending on the design of the
microcontroller.

SUMMARY

A safety system for connection to a toxic gas detector and
a toxic gas producing engine, and its operating method,
includes an interrupt device coupled to connections to the
detector and the engine. The interrupt device includes a toxic
gas signal detecting circuit and a circuit for permitting start-
ing of the engine. The detecting circuit activates the permit-
ting circuit if the toxic gas signal represents a toxic gas con-
centration below a predetermined level. In one embodiment,
the permitting circuit is activated if the safety system is
healthy and fully functional.

Similarly, a safety system for connection to a toxic gas
detector and a toxic gas supply, and its operating method,
includes an interrupt device coupled to connections to the
detector and the toxic gas supply. The interrupt device
includes a toxic gas signal detecting circuit and a circuit for
permitting of flow from the toxic gas supply. The detecting
circuit activates the permitting circuit if the toxic gas signal
represents a toxic gas concentration below a predetermined
level.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 shows the block diagram of a typical gas detection
unit, in this example a typical CO detector.

FIG. 2 shows the different status indication on a detector
having one light emitting diode (LEDs).

FIG. 3 shows the different status indication on a detector
having two light emitting diodes (LEDs).

FIG. 4 shows the different status indication on a detector
having three light emitting diodes (LEDs).

FIG. 5 shows a gas detector with a plug in replaceable
sensor.

FIG. 6 shows the signals used by embodiments of the
invention to interface to a commercial CO detector.
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FIG. 7 shows a typical internal mains-powered power sup-
ply of a commercial CO detector.

FIG. 8 shows yet another typical internal mains-powered
power supply of a commercial CO detector.

FIG. 9 shows a block diagram of an embodiment of the
invention.

FIG. 10 shows the interfacing signals to a portable gas
generator.

FIG. 11 is a representation using an electromechanical
relay and active logic of an embodiment of the invention
based on a 3V CO detector.

FIG. 12 is a representation using an electromechanical
relay and active logic of an embodiment of the invention
based on a 9V CO detector.

FIG. 13 shows an implementation, using a commercial CO
detector with a solid state relay, using any type of battery.

FIG. 14 shows an implementation using the microcontrol-
ler built inside a commercial CO detector.

FIG. 15 shows an implementation with a commercial
mains-powered CO detector without a battery backup and
electromechanical switch.

FIG. 16 shows a block diagram of an overall interface to a
new or retrofitted portable power generator.

FIG. 17 shows a basic implementation of an embodiment
of the invention by using a simple commercial CO detector.

FIG. 18 shows a typical internal power supply of a CO
detector used to recharge and in conjunction with recharge-
able batteries.

FIG. 19 shows an implantation of a power switch which
interrupts power to the room or appliance when toxic gas is
detected.

FIG. 20 shows an implementation with a commercial CO
detector without a battery backup and with a special electro-
mechanical switch.

FIG. 21 shows an electromechanical switch to be used in
conjunction with the safety device—in the STOP mode.

FIG. 22 shows the same electromechanical switch in the
RUN position, prior to running the generator.

FIG. 23 shows the same electromechanical switch in the
RUN position, with the generator running.

FIG. 24 shows a system for generating power for a safety
device from the magneto of the ignition system of a gas
engine.

FIG. 25 shows a safety device for alarming and controlling
devices using tanks of toxic gas such as a fossil fuel.

FIG. 26 shows an embodiment of the invention to control
devices operated by tanks of a toxic gas, such as a fossil fuel,
using a commercially available CO detector.

DETAILED DESCRIPTION

There are reported and existing cases of people improperly
operating power generators indoors without proper ventila-
tion, which resulted in fatalities. A method and device to
detect dangerous levels of CO and effectively shutdown the
gas engine was developed, tested and successfully installed in
portable power generators which will remedy this situation.

Embodiments of the invention use a variety of methods to
interface to the gas engine without interfering with its normal
operation, and without modifications to the engine, or alter-
nator. This system monitors the emission of CO in the vicinity
of'the power generator. Once it detects dangerous concentra-
tions of CO, it effectively shuts down the engine. The engine
cannot be restarted until the level of CO drops down. The
preferred embodiment has the capability of minimizing false
shutdowns. Many scenarios were properly considered to
encompass normal operational ways of the power generators,
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while contemplating and understanding erroneous operations
of the generator that may lead to lethal consequences. An
audible alarm and visual alarm indicator (flasher) for the
hearing impaired has been also incorporated in the preferred
embodiment. In addition to shutting down the appliance, both
these alarms will be set until they are manually silenced. In
the course of explaining embodiments of the invention, dif-
ferent ways to interface to different CO or commercial gas
detectors are described. These detectors are used as a building
block for the detection of the toxic gases. There are many
companies (for example Kiddie, First Alert, etc) with exten-
sive expertise in minimizing false alarms, analyzing and
properly responding to different levels and timing of toxic
gases concentrations. These units often run proprietary soft-
ware algorithms.

All detectors of toxic gases, such as smoke, CO, propane,
etc monitor the quality of the air by using a dedicated sensor.
Each type of sensor may have a different structure and use a
different mechanism to react to different gases. For illustra-
tive purposes, CO sensors are described.

There are several known detection mechanisms for toxic
gases that alarm in case that the level of the gas being sampled
exceeds a predetermined threshold. This is the typical CO or
smoke detector. Once the threshold is exceeded an audible or
visual alarm (or both) will be activated. There are also devices
that will trigger auxiliary devices too, but they all fail in
showing how to interface and effectively shut down the gas
engine while eliminating changes to the engine itself.

One aspect of embodiments of the invention is the logic of
detecting and shutting down the engine or appliance generat-
ing the toxic gas. Conventional detectors may alarm or trigger
only if toxic levels are detected. In embodiments of this
invention, the device or appliance will work only in the
absence of the toxic gas. Thus, the ignition mechanism will
only be active if there is no toxic level of gas detected, as
opposed to actuating a shutdown mechanism if toxic levels
are detected. The engine (in the case of power generator) will
not be able to be started if the safety unit is malfunctioning, or
disconnected, or the batteries powering the safety device and
or gas detector are removed.

Power generators will generate power once they are
started. Embodiments of this invention use the power gener-
ated by the generator to power the electronic control, sensor,
circuitry, safety shutdown, etc. In order to use this approach,
the engine will have to be able to be started. Once started, the
generator will generate power to power the CO detector and
interrupt mechanism. This means that before the engine is
started, the safety detection circuitry will not be functional,
which presents a problem.

Also, if the alternator (the unit that generates the power) is
faulty, for example due to a tripped fuse, or a bad/open/
shorted winding, the generator will not generate power, there-
fore disabling the CO detector safety device, allowing the
engine to be run possibly with potentially dangerous conse-
quences, such as when run inside a residence, confined spaces
or poorly ventilated areas.

In other words, a gas powered generator that uses its self
generated power to monitor and actuate a safety device will
disable its own safety monitoring and detection if for any
reason or failure it will fail to generate power, although the
gas engine will continue to effectively run and possibly gen-
erate toxic levels of gases. Thus, the health of the electrical
power generated is monitored, and the system is shut down if
the electrical portion fails.

Embodiments of the invention use a backup battery (simi-
lar to the electrically powered detectors with backup batter-
ies). This backup battery is used to allow the engine to be
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started and run. In embodiments of this invention, the gen-
erator will not be able to be started if high concentrations of
CO are detected, or ifthe batteries powering up the system are
no good, or have been removed, or have been wrongly
inserted.

In embodiments of the invention, once the generator starts
generating power, the safety device will be powered by the
generator, thus conserving the batteries. Rechargeable batter-
ies can also be used here, being recharged when the generator
is running.

If the alternator fails (will not generate power), embodi-
ments of the invention will revert to battery backup to con-
tinue monitoring the presence of the toxic gas(es). If the
batteries don’t provide power to run the safety mechanism, or
it malfunctions, or the batteries are removed during the opera-
tion of the generator, embodiments of the invention (due to
the reverse logic used here) will shut down the engine regard-
less of the level of gas being monitored.

Certain embodiments of the invention include a working
safety device to enable the operation of the appliance, as well
as a good battery. So long as there is no power to the safety
device, the appliance, or power generator, will not be able to
be started.

In the case of a POWER SWITCH (as in the case of main
switches to be used in furnace rooms, boiler rooms, etc) using
embodiments of the invention, there is no need for backup
batteries, since absence of power will mean shutting down the
appliance, such as a furnace, or heater, etc. In the case of this
switch, there will be no backup battery.

If toxic levels of the monitored gas are detected, embodi-
ments of the invention will not only disable the cause of the
toxic gas but sound an audible alarm or flasher for the hearing
impaired, so people in the vicinity of the toxic gas can move
out until the room can be properly ventilated.

Carbon monoxide and toxic gas detectors have been devel-
oped, used and improved for many years. Originally passive
logic (transistors, diodes and other passive components) were
used in conjunction with gas sensors of different types as
described here; buzzers, flashers and even voice integrated
circuits to monitor, trigger and alert in case of toxic concen-
trations of gas are known to the public.

Latter implementations, as presently used in residential
and commercial detection units, use microcontrollers, as
taught in U.S. Pat. Nos. 6,819,252 and 5,828,822 (incorpo-
rated by reference) to monitor the gas sensor’s unit, calculate
the concentration levels and compare to a predetermined
threshold level. If this threshold is exceeded, the alarm
sounds. Different types of software algorithms, such as taught
in U.S. Pat. No. 7,142,105 (incorporated by reference), have
been developed and used. There are many different types of
CO detection units in the market. What sets them apart is the
type of algorithms used in order to minimize false alarms, and
trigger according to the outlines and specifications of
UL-2034 (Revision October 1998) which sets the level of
toxic and dangerous levels of carbon monoxide, as well as the
response time of the alarm according to different concentra-
tions.

Embodiments of this invention use existing, readily avail-
able CO, smoke, and toxic gas detectors as a building block to
implement the above safety devices, switches, etc. Specifi-
cally, and for the purpose of explaining the method, an imple-
mentation of the safety unit for gas powered generators using
commercial CO detectors is described.

Embodiments of this invention use and interface to the
RUN/STOP switch discussed above, where the ignition is
shorted to ground to stop the engine. When the generator’s
RUN/STOP switch is on the RUN position, it is electrically
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open, and the engine can be started and run; when the switch
is in the STOP position, it is electrically closed; the genera-
tor’s engine is then shut down if it was running, or it cannot be
started if it was stopped. All the examples, implementations
and explanations below are based on this type of switch.

It this mechanism is reversed on a different type of genera-
tor (such as in order to run the generator, a set of contacts is
electrically shorted; and in order to stop the generator, the
electrical path is open), a change that may be needed in certain
embodiments of the invention is to use instead of a NOR-
MALLY CLOSED relay (or solid state relays (SSRs)) such as
relay 1510 and SAFETY SHUTDOWN terminals T30 and
T40 in FIG. 15, a NORMALLY OPEN type relay or SSR.

Embodiments of the invention detect carbon monoxide
emissions while operating portable gas powered generators.
During the reduction to practice, other embodiments and uses
became apparent.

These embodiments and uses include:

1—Kerosene heaters; these portable heaters, have a

mechanical tripping mechanism that retracts the wick if
a mechanical movement or shift is detected, such as a
person trying to move the heater during combustion. By
using embodiments of the invention, the same mecha-
nism may be tripped. The poisonous gas can be not only
CO but, for example, a low level of oxygen in the ambi-
ent, or smoke, or a combination. This application is
discussed in more detail below.

2—Water heaters; detection of CO or propane gas (weather

natural or liquid) can also be implemented by using
embodiments of the invention. If the system detects an
unsafe level of CO, or propane, or any dangerous gas, or
a combination, it will automatically shutdown the gas
supply to the heater. This application is discussed in
more detail below.

3—Heating furnaces; as in the case of the water heater, if

unsafe levels of poisonous gas(es) is (are) detected, the
unit can effectively shutdown the furnace, in this case,
by interrupting the electrical supply to the furnace. The
unit can obviously shut down the gas supply to the
furnace as well, but in this case, there is always a delay
from the time the gas supply is interrupted, to the time
that the main blower is shutdown. This is to allow the
circulation of cold air thru the heating plenum, to avoid
expansion/contraction of the plenum and early cracking.
In the case of presence of a poisonous gas, it may be
undesirable to simply shutdown the gas supply, since the
gas will then be distributed thru the venting system. In
this case, it is preferred to shut down the electrical power
to the furnace, and therefore cutting immediately the
circulation and further distribution of the poisonous gas.
U.S. Pat. No. 6,339,379 (incorporated by reference)
teaches a carbon monoxide detector for detecting the
level of carbon monoxide in a furnace supply duct.
The control unit provides a signal to the limiting
switch upon detection of a carbon monoxide level
above a pre-determined level whereby the limiting
switch is activated to shut off the furnace. Embodi-
ments of invention differ from this because the elec-
trical supply and or gas is shut down as explained
herein. Also, the unit explained herein, may be
installed in the furnace’s room rather than in the fur-
nace’s supply duct. This application is discussed in
more detail below.
4—Gas space heaters—non-vented—as in the case of Rin-
nai space heaters. These heaters do not vent the combus-
tion gases to the outside environment. This is also a
typical application where the heaters can be equipped
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with this type of safety device as in the case of furnaces,
where it is advisable to abruptly interrupt the electrical
and or gas supply to the heater in the presence of CO or
low levels of oxygen. These units are becoming
extremely popular due to its simple, “local” installation,
as opposed to central air conditioned systems; also used
as retrofits in places were originally electrical wall heat-
ers were installed on the early “70’s. This application is
discussed in more detail below.

5—Another excellent application is a power switch (wall

switch) which will interrupt, or “trip” upon the presence
and detection of a poisonous gas. This type of switch can
then be used as the mains supply switch for boiler rooms,
furnace rooms, etc. etc. It s important to understand that
this is a straight replacement, and can be installed by
simply replacing the typical “emergency switch” for gas
and furnaces, often located at the top of stairs in base-
ment on in the vicinity of furnaces. This application is
discussed in more detail below.

6—Portable BBQ’s, heaters and other appliances using gas

cylinders (bottles) that can be run inside confined
spaces. Embodiments of the invention may be used to
interrupt the flow of gas to the BBQ, heater or appliance
once dangerous levels of toxic gases are detected. The
unit can be built and sold as a retrofit kit, to be installed
between the gas bottle and the gas connector of the BBQ,
heater or appliance. This application is discussed in
more detail below.

FIG. 1 shows the construction of a typical gas detection
unit, (for example a CO detector). Sensor 101 monitors the
presence of a certain gas in the environment. Its current output
(as explained above in detail) is proportional to the level of
that gas mixed with the air. Once this current is circulated thru
precision resistor 104 it is then converted into a voltage across
it. This voltage is therefore proportional to the level of the gas
detected by sensor 101. Operational amplifier 106 amplifies
the level of this voltage to a higher voltage, so as it can be read
by analog to digital converter A/D 110 (this A/D can be either
external or internally contained in the microcontroller). In
addition, operational amplifier 106 converts the high imped-
ance output of the sensor into a lower impedance so A/D 110
connection load won’t affect the output of sensor 101. Micro-
controller 120 is responsible for monitoring the levels of gas
(translated as a digital reading from A/D outputs 110). It also
monitors the presence of mains power, as well as the health of
backup battery 180. Led 130 represents GREEN LED, led
140 represents AMBER LED, led 150 represents RED LED,
all to indicate certain statuses as denoted in FIG. 4. It is
important to note that these three LEDs can be combined into
one or two LEDs (as indicated in FIGS. 2-3) to indicate the
status of the detecting unit. Buzzer 160 is an audible device
used to alert of a dangerous level of toxic gas detected by
sensor 101, as well as to indicate the presence of mains power,
low battery, and unit’s malfunction. TEST/RESET pushbut-
ton 70 has a double function, as in most of the commercial CO
alarm units. If the safety device is in a non-alarm mode (no
dangerous levels of CO detected) depressing TEST/RESET
pushbutton will cause microcontroller 120 to simulate an
alarm, and go into an alarm mode. If gas detector is in an
alarm mode, depressing TEST/RESET pushbutton 70 causes
the audible alarm 160 to be silent, but still keeps status indi-
cator(s) LED(s) 130, 140, and 150 active.

FIG. 2 is a table showing the different situations and visual
status of a typical commercial CO detection unit, having a
single LED indicator, which is usually but not necessarily red.
Such type of detector is manufactured by First Alert under
model No. CO-605. Note that more advanced CO detectors
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(such as First Alert Model FCD4) may use a digital display
readout but still will have at least one LED to indicate the
status according to the status table.

FIG. 3 is a table showing the different situations and visual
status of a typical commercial CO detection unit, having two
LED indicators, one is usually but not necessarily red to
indicate alarm or attention statuses (such as alow battery) and
usually but not necessarily green indicator to indicate the
status of power, i.e. if the units is receiving electricity from the
mains.

FIG. 4 is a table showing the different situations and visual
status of atypical commercial CO detection unit, having three
LED indicators, one is usually but not necessarily red to
indicate alarm or attention statuses (such as alow battery) and
usually but not necessarily green indicator to indicate the
status of power, i.e. if the units is receiving electricity from the
mains. The third LED is usually but not necessarily AMBER
orYELLOW, and it is used to indicate when levels of the toxic
gas are increasingly high and the detector is arming for trig-
gering an alarm.

By closely analyzing and comparing FIG. 2, FIG. 3 and
FIG. 4 it is clear that all possibilities in the detection and
alarming of dangerous toxic levels of CO as well as low,
missing batteries, loss of electrical power, test mode and or
unit’s malfunction, are covered and indicated by the status of
the column denoted as RED LED of FIGS. 3 and 4. For the
case of a single LED alarm unit, as in FIG. 2 all above cases
are also covered by the single LED. For embodiments of the
present invention, therefore, the status of this LED may be
monitored and accordingly reacted to.

FIG. 5 shows a gas detector with a plug-in replaceable
sensor. CO detector 310 houses a socket where toxic gas
sensor 300 plugs into. CO detector 310 has at least one LED
350 to indicate status of detector. It may also have two or three
LEDs as explained elsewhere, and denoted as LEDs 360 and
370. Buzzer 390 is an audible alarm to indicate the presence
ot'high levels of toxic gases as well as low battery indication.
Flasher 395 is an option to attract attention for the hearing
impaired. Detector plugs into electrical mains 355, and it has
a battery backup 330 that powers the detector in case of power
failures. TEST/RESET pushbutton 380 is a dual function
switch. If the detector is normally operating in a non-alarm
condition, by depressing it causes the detector to simulate a
high CO or toxic gas level alarm. It also tests the proper
functioning of all the electronics. If gas detector 310 is in an
alarm mode, by depressing TEST/RESET pushbutton 380
causes the audible alarm to be silent, but still keeps status
indicator(s) LED(s) 350, 360, and 370 active. Note that by
changing the replaceable sensor, 300, different toxic gases
can be detected with basically the same detector unit 310.
Similarly, multiple sensors (which may be replaceable) may
be used to detect different unsafe toxic gas situations, such as
CO and ammonia, and or other toxic gases.

This plug-in sensor has electronics built-in in order to
standardize its output so it can be interfaced to a “common”
detector base 310 having the same functions as outlined in
FIGS. 2, 3, and 4. For example, if a CO sensor with an output
of'45 nA/ppm is used (as explained above) the sensor may be
built using electronics to standardize, say, to 1 Volt/ppm of
CO. In a similar way, a sensor may detect another toxic gas
with a standardized output of 1 Volt/ppm of that toxic gas.
This way the same safety device may be used with different
sensor probes in different applications.

FIG. 6 shows the signals from a commercial CO detector
that may be used to interface with embodiments of the inven-
tion. Gas detector 600 is any commercial toxic gas (such as
CO) detection unit, such as and similar to the described in
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FIG. 5, which has either one, two or three status LEDs. For the
case of a single LED detector, alarm LED 610 will be used to
generate LED signal out 620. In the case of two or three LEDs
alarm units, the signal called “RED LED” in last column of
FIG. 3 and FIG. 4 is used. This signal may also be obtained
from the positive terminal of the buzzer in the detector, or
through an optocoupler physically attached and aligned to
detect the light generated by the RED LED, or through an
acoustic sensor that receives the noise generated by the
buzzer. Main-power-operated CO alarms may have an inter-
nal power supply similar to those described in FIG. 7 or FIG.
8. Signal (+) DC OUT 630, is derived from signal 730 or 780
(depending on the type of power supply used in the specific
CO detector) of the detector’s internal power supply, as well
as signal GROUND 650, which is derived from signal 740 or
790 (depending on the type of power supply used in the
specific CO detector) of the detector’s internal power supply.
Signal (+) BATTERY IN 640 is the positive terminal of the
backup battery of the CO detector, and it can be obtained from
the detector’s battery holder.

For explanation purposes, two typical internal power sup-
ply topologies used to rectify the AC mains and convert to DC
to power the electronics of the detector are shown. Other
topologies exist as understood by those of skill in the art.

FIG. 7 is atypical internal power supply in commercial CO
detectors. Transformer 700 is connected to mains power line.
Low voltage side of transformer 700 is connected to a full
bridge rectifier 710 which rectifies the AC output of trans-
former 700. Electrolytic capacitor 720 filters the rectified DC
output of bridge rectifier 710 in order to obtain a clean, low
ripple DC voltage. Voltage signal 730 and ground signal 740
can be used to interface to embodiments of the invention.

FIG. 8 is yet another typical internal power supply in some
commercial CO detectors. Transformer 700 is connected to
mains power line. Low voltage side of transformer 700 is
connected to rectifier diodes 760 and 770 which rectify the
AC output of transformer 700. Electrolytic capacitor 750
filters the rectified DC output in order to obtain a clean, low
ripple DC voltage. Voltage signal 780 and ground signal 790
can be used to interface to embodiments of the invention.

FIG. 9 is a block diagram of an embodiment of the inven-
tion, where a CO detection unit 900 has an internal or remov-
able gas sensor 901, and plugs into main power by means of
a built-in plug or terminal strip or other type of connector 905.
Backup battery 950 powers the detector and electronics when
there is no power from the main (such as in the case of the
portable generators, when the generator is not running). RED
SIGNAL OUT 909, (+) DC OUT 910, GROUND 911 and (+)
BATTERY IN 913 are the interface signals from/to the CO
detector 900 and obtained as explained in FIG. 6 and above.
Interrupt electronics 940 contains the electronics to analyze,
properly react and activate safety relay 925 in response to
RED LED signal condition as specified in FIGS. 2, 3, and 4.

Battery backup 950 runs the detector 900 as well as the
electronics 940. Power switch 970 disables all the electronics
and also functions as the RUN/STOP switch for the portable
power generators. Safety NORMALLY CLOSED (NC) relay
925 is normally de-energized, and therefore NORMALLY
CLOSED contacts 930 are shorted when there is no power to
the system.

Portable gas power generators often use a switch that nor-
mally lets the gas engine run when the contacts of this switch
are open. In other words, to start the engine the switch needs
to be electrically open, and to shut down the engine, it shorts
the two wires, or, as in most if not all the portable generators
in the market, to ground, or frame ground (the metal frame
where the generator is housed). Embodiments of the inven-
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tion replace (or connect in parallel, as shown later) the RUN/
STOP switch by means of contact 930 in safety relay 925 thru
electrical wires 940. Note than in the case of a safety switch,
for example in a furnace’s safety switches, this contact can be
normally open and when the relay is energized, the contacts
are closed, enabling the flow of electricity to the furnace,
boiler room or other such systems as understood by those of
skill in the art.

FIG. 10 shows how an embodiment of the invention inter-
faces to a portable power generator 1000. Portable power
generators have a RUN/STOP built in switch 1010. This
switch, when open (RUN position), lets the gas engine run by
enabling the ignition module of the gas engine to run. When
shorted to ground, the engine stops (STOP position). The
operation of ignition module of the gas powered engines may
be any module operable in this configuration.

By simply connecting SAFETY SHUTDOWN contacts
930 in FIG. 9 in parallel to RUN/STOP switch 1010 (thru
electrical wires 940) the operation of the gas engine may be
controlled externally. RUN/STOP switch 1010 is thus left
open (RUN position on the generator), disconnected or totally
removed, since now power switch 970 of FIG. 9 will now
control the RUN/STOP function.

It is important to note that in many portable power genera-
tors, one lead of the RUN/STOP switch 1010 is connected to
the main frame of the power generator 1000, which is also
electrically connected to the ground of alternator 1050, form-
ing a GROUND connecting point 1060. In this case, the
interfacing of embodiments of the invention to the generator
is even simpler, by connecting to the main frame (ground) and
the other lead to the ignition module. So, embodiments of the
invention connects the power generator to the main, ground,
and RUN/STOP signal.

FIG. 11 is a representation of an embodiment of the inven-
tion using an electromechanical relay and active logic. This
system was successfully interfaced to a commercial CO
detector made by First Alert Model CO-605. This is one of the
newest units in the market which plugs into the power mains
and also has a battery backup using 2 A A type batteries, for a
total of 3 Volts. Most of the CO detectors of this type in the
market today use a 9 Volt battery. These 9 Volt batteries have
a tendency to discharge faster than the AA or AAA types. An
implementation to interface to a 9V battery backed up system
is described below. It is also possible to implement the safety
device by using a microcontroller with built-in (firmware)
software. Referring to FIG. 11, batteries BT1, BT2, BT3, and
BT4 are 1.5 Volt batteries. Switch SW1, being a DPDT type
has two sections SW1A and SW1B. Batteries BT1 and BT2
are used to power up the backup section of the CO detector
(total of 3 Volts) thru RUN/STOP switch SW1A (this is also
the switch that will manually control the ignition and shut-
down of the power generator). Note that when switch SW1A
is OFF, power for the CO detector is interrupted. Therefore,
there will be no drain to the batteries. Batteries BT1, BT2,
BT3 and BT4 form a 6 volts supply to the electronics of the
shutdown mechanism. Safety shutdown terminal T1 and
safety shutdown terminal T2 are connected in parallel to the
RUN/STOP switch of the power generator (switch 1010 in
FIG. 10) as explained elsewhere. Switch 1010 is either dis-
connected and removed, or left in the ON position as
explained above (so the engine can be run).

When the generator is not running, the CO detector unit
will not receive power thru its main power terminals. Upon
closure of SW1A, CO detector is energized. Most of the
commercial detectors, upon insertion of the batteries (or in
this case upon switching switch SW1A to ON position) the
RED LED will briefly light up (alarm) as a self test. In order
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to avoid this blink to trigger the safety mechanism of embodi-
ments of the invention, time constant given by C1 and R5 will
hold “D” type flip-flop ULA on reset, and consequently
negated output Qnot (Qnot means the logically inverted out-
put of Q. If Q=H then Qnot=L, and if Q=L then Qnot=H. H
means a logical HIGH and . means a logical LOW) of flip-
flop U1A (pin 2 of U1A) will be in a high state, energizing
relay LS1 thru diode D3, current limiting resistor R4, and
buffer transistor Q3. This timing constant T=R5xC1 is long
enough for the CO detector to finish the self test. Once relay
LS 1is energized, electrical contact between terminals T1 and
T2 will be open, as well as the electrical path thru SW1B
(since switch SW1 is in the RUN position), effectively
enabling to start the gas engine of the generator. Transistor
Q2, current limiting resistor R2, optical isolator ISO1, triac
Q1 and resistor R1 form an isolated redundant electronic
relay, or solid state relay (SSR). Output Q of flip flop UTA
(pin 1 of U1A) is low due to the reset issued as explained
above. Q2 is then in a non conductive state, as well as light
emitting diode of ISO1, therefore holding triac Q1 also in a
non conductive state. The electrical path between T1 and T2
is therefore open. Note that terminals MT1 and MT2 of triac
Q1 are electrically connected in parallel to the normally
closed contacts of electromechanical relay LS1. Diode D2
protects transistor Q3 from damaging reverse voltage when
coil of relay LS 1 is de-energized. LED D1 and resistor R3
indicates the status of the safety shutdown unit. If the LED is
ON, the engine can be started. Clock input CLK to flip-flop
U1A is low since RED LED indicator is OFF under normal
operating circumstances. It is also weakly held down by pull-
down resistor R6. Once the gas engine is started (manually, by
means of a cranking battery or other electrically cranking, or
by other means, depending on the type of power generator)
the CO detector will receive main power (which could be 120
Volts or 220 volts) from the generator, and therefore the CO
detector will revert to AC operation, conserving batteries.
The (+) DC OUT (i.e., the signal from power supply out-
puts 730 and 780 in FIG. 7 and FIG. 8) is now active, and
reaches the input to linear regulator U2. Output of linear
regulator U2 is around 6 volts, and after diode D4 will be
around 5.7 volts (forward voltage of a schottky diode). This
voltage is higher than the sum of battery voltages sum BT1,
BT2, BT3 and BT4 (around 6 volts), less the voltage drop of
around 1.4 volts thru series diodes D5 and D6. Since output
voltage at the cathode of D4 (around 5.7 volts) is higher than
voltage at cathode of D5 if no main voltage was present
(around 4.6 volts), the safety circuit will be powered from the
generator’s main and not from batteries. At this point, the
current drain from the batteries will be of that needed by the
CO detector to check for a “low battery” condition. Capacitor
C3 is used as additional DC filtering, and to clean up spikes.
If carbon monoxide raises to toxic levels in the environ-
ment, for any reason, the RED LED SIGNAL OUT of the
detector will go high (caused by either a flashing LED or a
constant ON RED LED signal, as explained in FIGS. 2, 3 and
4), causing output of flip flop U1A, Qnot, to go low, as well as
Q output of flip-flop U1 A to go high. As output Q of flip-flop
U1A goes high, optoisolator ISO1 will conduct (LED ener-
gized by Q2) effectively putting the triac Q1 into conduction,
and therefore shorting SAFETY SHUTDOWN terminals T1
and T2. At this point the engine will stop running. And flip-
flop UTA output Qnot is now low. D3 is then no longer
conducting, and transistor Q3 will stop conducting after time
constant (dependent on R4 and C2) falls below approximately
0.7 Volts. This will then de-energize relay L.S1, shorting also
terminals T1 and T2, in parallel to already conducting triac
Q1. This is done for one or more of the following reasons: (1)
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Q1 will short terminals T1 and T2 earlier than the contacts of
relay [LS1 (which will short after a given time constant
R4xC2) to preserve the relay’s contact from arching and
wearing out, and (2) for redundancy purposes, if Q1 fails in
shutting down the engine, LS1 will do it.

Note that a low battery warning indication will cause the
RED LED also to blink (this is normally done at a rate of one
blip per minute) which will also cause the system to shut-
down.

It is desirable that the safety shutdown system work even in
the absence of power generated by the alternator’s generator.
If for some unusual reason the alternator goes bad (for
example by an internal short of the windings) or because of a
tripped fuse, or a cut wire, then the safety detection unit will
continue to monitor for the presence of CO, and it will shut
down the gas engine as a safety precaution if the batteries are
low or there is no power received from the generator. On the
same principle, if the batteries are removed by the user, and
the same failure occurs (the generator will stop generating
power) the system will immediately shut down due to the lack
of power to hold relay L.S1 with the contacts open. The same
mechanism applies when the TEST/RESET button is actu-
ated in the CO detector. An alarm status will be issued, trig-
gering exactly the same mechanism as explained above. Since
this system is intended to save lives, redundancy and possible
scenarios knows to the inventor were considered.

When the system is running normally, with good batteries
and with the generator generating power, by switching RUN/
STOP switch SW1 to STOP or OFF position, power will be
interrupted to the safety system, but before relay L.S1 is de-
energized (due to residual power in the system) switch SW1B
(which is mechanically actuated simultaneously to SW1A)
will short circuit terminals T1 and T2 effectively shutting
down the gas engine further preserving the contacts of relay
LS1. It is also important to understand that without batteries,
the power generator will not be able to be started up. This is
also a safety design consideration. If the power generator was
allowed to be started in the absence of power, and the alter-
nator went bad, the CO detector and safety unit will not be
able to distinguish the difference between a non running
generator trying to be started, or a running generator with a
bad alternator, allowing the unit to be run even in the presence
of'dangerous levels of CO. Another embodiment of the inven-
tion includes a mechanically timed switch (described below)
which will allow the engine to be started until power is gen-
erated. Using this type of switch, the CO detector will need
not to have backup batteries, although the unit as described,
with backup battery, is much safer. It is also important to
understand that if the generator is shutdown by the safety
system described herein, and switch SW1 is not turned off,
the CO detector will audibly alerts the occupants that danger-
ous levels of CO caused the gas engine to be shut down. The
unit will, indeed not only shut down but wake up the occu-
pants to alert of a potentially lethal situation. In an embodi-
ment with a mechanical timed switch, although the generator
will be shut down and prevented from generating more CO, it
may not alert the occupants of such a dangerous situation.

FIG. 12 shows a similar implementation, this time using a
commercial CO detector with a 9 Volt battery. This is another
representation of an embodiment of the invention using an
electromechanical relay and active logic. This system was
successfully interfaced to a commercial CO detector made by
First Alert. As above, it is possible to implement the safety
device using a microcontroller with built-in software (i.e.
firmware). Referring to FIG. 12, switch SW11, beinga DPDT
type has two sections SW11A and SW11B. Battery BT11, is
a 9 Voltbattery used to power up the backup section of the CO
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detector thru RUN/STOP switch SW11A (this is also the
switch that will manually control the ignition and shutdown
of'the power generator). Note that when switch SW11A is in
the STOP or OFF position, power for the CO detector is also
cut down. Therefore, there will be no drain to the battery.
Battery BT11 also powers the electronics of the shutdown
mechanism. Safety shutdown terminal T11 and safety shut-
down terminal T12 are connected in parallel to the RUN/
STOP switch of the power generator (switch 1010 in FIG.
10). Switch 1010 is either disconnected and removed, or left
in the ON position as explained above (so the engine can be
run).

When the generator is not running, the CO detector unit
will not receive power thru its mains power terminals. Upon
closure of SW11A, CO detector is energized. Most of the
commercial detectors, upon insertion of the batteries (or in
this case upon switching switch SW11A to ON) will briefly
light up the RED LED (alarm) as a self test. In order to avoid
this blink to trigger the safety mechanism embodiment of the
invention, time constant given by C11 and R15 will hold “D”
type flip-flop U11A on reset, and consequently negated out-
put Qnot of U11A (pin 2) will be in a high state, energizing
relay LS11 thru current limiting resistor R14, and buffer
transistor Q13. This timing constant T=R15xC11 is long
enough for the CO detector to finish the self test. Once relay
LS11 is energized, electrical contact between terminals T11
and T12 will be open, as well as the electrical path thru
SW11B (since switch SW11 is in the RUN position), effec-
tively enabling to start the gas engine of the generator. Tran-
sistor Q12, optical isolator ISO11, triac Q11 and resistor R11
form an isolated redundant electronic relay, or solid state
relay (SSR). Output Q of flip flop U11A (pinl) is low due to
the reset issued as explained above. Q12 is then in a non
conductive state, as well as light emitting diode of ISOM
therefore holding triac Q11 also in a non conductive state. The
electrical path between T11 and T12 is also open. Note that
terminals MT1 and MT2 of triac Q11 are electrically con-
nected in parallel to the normally closed contacts of electro-
mechanical relay LS11. Diode D12 protects transistor Q13
from damaging reverse voltage when coil of relay LS11 is
de-energized. LED D11 and resistor R13 indicates the status
of' the safety shutdown unit. If the LED is ON, the engine can
besstarted. Clock input CLK to flip-flop U11A is held down by
pull down resistor R16. Once the gas engine is started the CO
detector will receive main power from the generator (which
could be 120 volts or 220 volts) and therefore the CO detector
will revert to AC operation.

The (+) DC OUT (i.e., signal from power supply output’s
730 and 780 in FIG. 7 and FIG. 8) is now active, and reaches
the input to linear regulator U12. Output of linear regulator
U12isaround 10 volts, and after diode D14 will be around 9.7
volts. This voltage is higher than battery voltage BT11
(around 9 volts) less the voltage drop of around 0.7 volts thru
series diode D15. Since output voltage at the cathode of D14
(around 9.7 volts) is higher than voltage at cathode of D15 if
no mains voltage was present (around 8.3), the safety circuit
will be powered from the generator’s main and not from
batteries. At this point, the only current drain from the batter-
ies will be of that needed by the CO detector to check for a
“low battery” condition. Capacitor C13 is used as additional
DC filtering, and to clean up spikes.

If carbon monoxide concentration rises to toxic levels in
the environment, for any reason, the RED LED SIGNAL
OUT of the detector will go high (caused by either a flashing
LED or a constant ON RED LED signal, as explained in
FIGS. 2, 3 and 4), causing output of flip flop U11A, Qnot, to
go low, as well as Q output of flip-flop U11A to go high. As
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output Q of flip-flop U11 A goes high, optoisolator [SO11 will
conduct (LED energized by Q12) effectively putting the triac
Q11 into conduction, and therefore shorting SAFETY SHUT-
DOWN terminals T11 and T12. At this point the engine will
stop running, and flip-flop U11 A output Qnot is now low. D13
is then no longer conducting, and transistor Q13 will stop
conducting after time constant given by R14 and C12 falls
below approximately 0.7 Volts. This will then de-energized
relay LS11, shorting also terminals T11 and T12, in parallel to
already conducting triac Q11. This is done for two reasons:
(1) Q11 will short terminals T11 and T12 earlier than the
contacts of relay LS11 (which will short after a given time
constant R14xC12) to preserve the relay’s contact from arch-
ing and wearing out, and (2) for redundancy purposes, if Q11
fails in shutting down the engine, .S11 will do it. Note that a
low battery will cause the RED LED also to blink (this is
normally done at a rate of one blip per minute) which will also
cause the system to shutdown. The same mechanism applies
when the TEST/RESET button is actuated in the CO detector.
An alarm status will be issued, triggering exactly the same
mechanism as explained above.

When the system is running normally, with good batteries
and with the generator generating power, by switching RUN/
STOP switch SW11 to the OFF position, power will be inter-
rupted to the safety system, but before relay LS11 is de-
energized (due to residual power in the system) switch
SW11B (which is mechanically actuated simultaneously to
SW11A) will short circuit terminals T11 and T12 eftectively
shutting down the gas engine further preserving the contacts
of'relay LS11. It is also important to understand that without
batteries, the power generator will not be able to be started up.
This is also a safety design consideration. If the system was
allowed to be started in the absence of power, and the alter-
nator went bad, the CO detector and safety unit will not be
able to distinguish the difference between a non running
generator trying to be started, or a running generator with a
bad alternator, allowing the unit to be run even in the presence
of dangerous levels of CO.

FIG. 13 shows yet another embodiment of the invention
which also uses acommercial CO detector but does not use an
electromechanical relay, but rather an implementation of a
normally closed solid state relay (SSR). This type of SSR will
present a short on the terminals of the triac, for as long as there
is no power applied to the circuit, therefore achieving exactly
the same results of the “inversed logic” (i.e., “do not allow to
start the engine until the safety unit is powered up and run-
ning”). This circuit can be used for any CO detector using any
type of batteries (such as 9V or 1.5V or any combination of
them). Since the electronic circuit operates exactly as
described already in FIGS. 11 and 12, only the implementa-
tion of the normally closed SSR is explained below.

Referring to FIG. 13, U22 regulator LM78XX is chosen to
regulate output voltage to around 2 Volts over the battery’s
BT21 voltage used in the detector. For example, if the detector
uses two 1.5V batteries for a total of 3V, the regulator will be
for 5 Volts. In such a case, a LM7805 may be used. In this
embodiment of the invention, and for simplicity reasons, we
eliminated redundancy of the mechanical relay. Note that
since a normally closed solid state relay (NC SSR) is elec-
tronically implemented, the safety device will still disable the
ignition of the engine even in absence of power (from the
generator and/or battery BT21) to power the safety device and
or the CO detector.

The combination of diodes D20, D26, D27, D28, D29,
capacitor C24, triac Q21, and isolator ISO21 form an all solid
state, optocoupled, normally closed switch circuit (or NC
SSR). One portion of this static switch is a clamping device to
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turn off/eliminate gate drive and maintain very low power
dissipation through the clamping component in addition to
having low bypass leakage around the power triac device. In
selecting the power triac for load requirements, gate sensitiv-
ity may be chosen to maintain low power requirements.
Switch SW21, being a DPDT type has two sections SW21A
and SW21B. Battery BT21, is used to power up the backup
section of the CO detector thru RUN/STOP switch SW21A
(this is also the switch that will manually control the ignition
and shutdown of the power generator). Note that when switch
SW21A is in the STOP or OFF position, power for the CO
detector is also interrupted. Therefore, there will be no drain
to the battery. Battery BT21 also powers the electronics of the
shutdown mechanism. Safety shutdown terminal T21 and
safety shutdown terminal T22 are connected in parallel to the
RUN/STOP switch of the power generator (switch 1010 in
FIG. 10). Switch 1010 is either disconnected and removed, or
left in the ON position as explained above (so the engine can
be run).

When the generator is not running, the CO detector unit
will not receive power thru its mains power terminals. Upon
closure of SW21A, CO detector is energized. Most of the
commercial detectors, upon insertion of the batteries (or in
this case upon switching switch SW21A to ON) will briefly
light up the RED LED (alarm) as a self test. In order to avoid
this blink to trigger the safety mechanism embodiment of the
invention, time constant given by C21 and R25 (timing con-
stant T=R25xC21 is long enough for the CO detector to finish
the self test) will hold “D” type flip-flop U21A on reset, and
consequently negated output Qnot of U21A (pin 2) will be in
ahigh state, energizing optocoupler ISO21 which controls the
NC SSR (formed by D20,D26, D27,D28,D29,C24,R21 and
Q21 as explained above) via Q23 and R27.

Cathodes of D28 and D29 are then shorted thru ISO21 to
the anodes of D26 and D27, which then causes Q21 to be
open, and therefore SAFETY SHUTDOWN terminals T21
and T22 to be open, effectively allowing the gas powered
engine of the generator to run. Note that T21 and T22 will be
also open thru SW21B (since switch SW21 is in the RUN
position). LED D21 and resistor R23 indicates the status of
the safety shutdown unit. If the LED is ON, the engine can be
started. Clock input CLK to flip-flop U21A is held down by
pull down resistor R26. Once the gas engine is started the CO
detector will receive main power from the generator (which
could be 120 volts or 220 volts) and therefore the CO detector
will revert to AC operation.

The (+) DC OUT (i.e., signal from power supply output’s
730 and 780 in FIG. 7 and FIG. 8) is now active, and reaches
the input to linear regulator U22. Output of linear regulator
U22 is higher than battery voltage BT21 since we have chosen
U22 for that reason. Since output voltage at the cathode of
D24 is higher than voltage at cathode of D25 if no mains
voltage was present, the safety circuit will be powered from
the generator’s main and not from batteries. At this point, the
only current drain from the batteries will be of that needed by
the CO detector to check for a “low battery” condition.
Capacitor C23 is used as additional DC filtering, and to clean
up spikes.

If toxic CO levels cause to trigger the CO detector, or
power is removed to the detector whether due to its main
supply being interrupted, or by removal of the CO detector’s
battery(ies), U21A’s Qnot output will go low. Q23 will then
be in a non conductive state, turning OFF internal LED of
1SO21 causing its internal NPN output transistor to go into an
open state. Bridge rectifier formed by diodes D26, D27, D28,
and D29 will then cause triac Q21 to go into conduction mode
effectively shorting SAFETY SHUTDOWN terminals T21
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and T22, causing the gas engine to shutdown. This is one
implementation of a normally closed SSR, and there are many
other obvious to persons skilled in the art.

FIG. 14 shows yet another implementation using the
already-existing micro processor (microcontroller) built in
and running the above-explained commercial type CO detec-
tor and alarm unit. For this example, a normally closed solid
state relay (NC SSR) is used, as explained for the circuit in
FIG. 13, for example. Note that this could also be replaced by
anormally closed electromechanical type relay. In this imple-
mentation, and taking advantage of the microcontroller, the
manufacturer of the CO alarm or detector will only need to
include the electronics (or electromechanical relay) of a NC
SSR and a software code routine may be combined to imple-
ment of a “D” type flip-flop similar to the hardware imple-
mentation and function of U1A in FIG. 11 with necessary
delay upon power up or insertion of backup batteries in order
not to trigger the SSR. Microcontroller 1420 polls the CO
sensor 1410, and upon determination of dangerous levels of
CO (based on algorithms such as the one taught in U.S. Pat.
No. 7,142,105, incorporated by reference) it will accordingly
indicate RED, GREEN, and AMBER LEDs 1400 (or at least
one LED) with similar status indication as explained in FIGS.
2-4,as well as audible alarm or buzzer 1480. Output port 1485
from microcontroller 1420 is used as a control signal for NC
SSR (or electromechanical relay) 1450. If control signal 1485
is high, then SAFETY SHUTDOWN TERMINALS T50 and
T60 will be on an electrically open state. Once these terminals
are connected in parallel to RUN/STOP switch of power
generator as described herein (e.g. FIG. 16) they will control
the gas engine of power generator 1600. If dangerous levels of
CO are detected, or TEST switch 1490 of CO detector is used
to test the unit, or backup batteries 1496 are low or removed,
or power supply 1430 looses power due to a faulty generator,
or any combination of these situations, will cause microcon-
troller 1420 to take output pin 1485 low, causing the NC SSR
1450 to go into a normally closed state, shutting down the gas
engine.

Note that complete loss of power by a faulty alternator and
removal of backup batteries, or tampering with the unit, to
embodiments of the invention, will cause the NC SSR to
shutdown the engine. Power supply 1430 and backup battery
1496 power the electronics of the CO detector.

FIG. 15 shows yet another implementation in which a
commercial CO detector without a battery backup may be
used and without compromising the safety logic described
herein. Since a safety mechanism using a normally closed
relay (weather electromechanical or electronic as in the case
of a SSR) in absence of power will keep the generator in a
STOP state, preventing it from being started, a temporary
means is needed to allow the generator to be started up, until
it starts generating enough power to power up the electronics
of the safety device and CO detector, and then maintain the
electromechanical relay or SSR in an energized state, thus
allowing the gas engine to be run or kept running. Safety
device 1500 comprising a CO detector and associated safety
interrupt circuitry as explained in different implementations
above, is connected and powered by power outlet 1550 in
power generator 1540. Contact 1520 of electromechanical
relay. 1510 (can be also a NC SSR) is a normally closed
contact. When the coil of relay 1510 is not energized, contact
1520 is shorted. Manual switch 1530 is a normally closed
momentary OFF electromechanical pushbutton switch; on its
simplest implementation, this switch is electrically open for
as long as the pushbutton is depressed.

When the gas powered generator is not running, then there
is no power supplied to safety device 1500, and therefore
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there is no power to energize relay 1510, causing electrical
path between T30 and T40 to be shorted. Since SAFETY
SHUTDOWN terminals T30 and T40 are connected in par-
allel to RUN/STOP switch 1560 of gas powered generator
1540, the generator cannot be started. In order to start the
generator, momentary OFF switch 1530 needs to be
depressed by hand and then the engine started. Once the
engine has been started, generator 1540 will power safety
device’s circuitry 1500 (thru power outlet 1550), which in
turn, and under normal operating conditions, will energize
relay 1510; relay’s contact 1520 will then be open due to relay
1510 being energized, interrupting the electrical path
between terminals T30 and T40 and allowing the gas engine
to continue running. At this point, and once the engine has
started, manual pushbutton 1530 needs not to be depressed
any longer. If toxic levels of CO are detected, safety device
1500 will de-energize relay 1510 as explained in other imple-
mentations of the safety device; the relay’s switch 1520 will
now be shorted, shorting terminals T30 and T40 (thru nor-
mally closed manual switch 1530) which in turn will shut-
down the gas engine. Similarly, if TEST button 1580 in the
CO detector is depressed, a gas engine’s shutdown will be
accomplished. TEST button 1580 (on internal CO detector)
mimics a high level of CO. TEST button 1580 will now be
used as the STOP button to shut down the engine. Each time
the engine will be shut down thru the TEST button, the safety
device will also be tested.

In another scenario, if generator’s alternator fails for any
reason, regardless of the CO concentration present on the
ambient, power to safety device 1500 will be interrupted,
de-energizing relay 1510 and repeating the gas engine’s shut-
down as explained above. This is yet another safety net in case
that the power to the safety device is interrupted, disabling the
safety interrupt device and CO detector.

Another embodiment may include a “timed” mechanical
switch, similar to those used in hot tubs, or attic fans. This
switch 1530 once pushed (or rotated, depending on the type
chosen) will momentary open the electrical path for a fixed
amount of time, say for example 15 seconds. Within this time
window, the engine can then be started. Upon the expiration
of this mechanical timer, in this example 15 seconds, the
switch will return to its normally shorted position. This will
free the user both hands to start up the gas engine. [f more time
is needed after the initial mechanical timeout expired, an
additional actuation of the timed switch will give an extra 15
seconds.

FIG. 16 is a block diagram showing the way to connect
embodiments of the invention to a generator, such as within a
new power generator, or for a retrofit kit for existing power
generators. Gas powered generator 1600 may be any type,
including battery start (battery crank up type) or manual start
(“pull rope” type). Power outlet 1630 supplies power from
power generator 1600. RUN/STOP switch 1620 is the switch
that enables to start the gas engine or shuts down the gas
engine (if it was running). One way that this switch may be
internally connected is one lead 16200 connected to metal
frame of generator 1600 which is also electrically connected
to the ground of the alternator and ground 16100 of power
outlet 1630. Safety device 1640 receives power from genera-
tor thru power plug 1665 once plugged into generator’s power
outlet 1630. Power outlet 1660 is wired in parallel to power
plug 1665 thru a proper wire gage to support the maximum
current supplied by the generator 1600. Appliances that were
previously plugged into generator’s power outlet 1630 will
now be plugged into power outlet 1660. SAFETY SHUT-
DOWN signal T16 is wired to ground pins of power plug
1665 and power outlet 1460; signal T26 1680 is the only
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electrical connection that may be made to the generator in
addition to plugging in power plug 1665 to power outlet 1630.
In all commercial generators, this is a readily and accessible
wire (normally yellow or black in color), and quick connect
solder less terminals can be used to effectively make this
electrical connection, shown as 1680. If the safety system
shuts down due to a detected toxic level of CO, or low backup
batteries, or any other reason as explained herein, SAFETY
SHUTDOWN terminals T16 and T26 will be shorted, effec-
tively shutting down the gas engine.

Existing commercial generators also may have a “low oil”
normally open switch attached to the oil pan of the gas engine.
This is another point of connection that may be effectively
used to shut down the gas engine. This wire is typically black
or yellow in color in most of the power generators, and it is
also easily accessible, since the oil pan is always visible at the
bottom of the power generator’s frame.

FIG. 17 shows one implementation of an embodiment of
the invention by using the simplest commercial available CO
detector in the market. A safety device of this type may use
this CO detector or it may be manufactured as a whole unit.
The possible advantages of this type of safety device are:

(a) It may not need to be powered by the generator, making
its installation in new portable power generators or ret-
rofit of existing generators easier.

(b) Lower manufacturing cost, by eliminating extra com-
ponents, such as transformers, diodes, filtering capaci-
tors, and additional electronic components.

(c) Small physical size due to the elimination of additional
components, some of them big in size, such as the mag-
netic transformer used in the mains power supply.

(d) A large amount of basic CO detectors exist in the
commercial market.

Possible disadvantages are:

(e) If the CO detector fails, it may not shut down the engine
in cases of the presence of toxic levels of CO.

() It may be possible to start the engine even if the CO
detector is faulty.

(g) Since the CO detector (or detection unit if the safety
device is manufactured as a whole system instead of
using a commercial CO detector) needs batteries to
function, the removal of the batteries may totally disable
the safety shutdown system allowing the power genera-
tor to run even in the presence of toxic levels of CO

(h) If the batteries used to power the safety device are bad
or very low, the safety device may also be disabled,
again, allowing the power generator to be run in any
condition.

Referring to FIG. 17, switch SW170, being a DPDT type
has two sections SW170A and SW170B; it will manually
control the ignition and shutdown of the power generator.
Battery 1785, is used to power up the CO detector and safety
device thru normally open RUN/STOP switch SW170A.
Note that when switch SW170A is in the STOP or OFF
position, power for the CO detector is interrupted. Therefore,
there will be no drain to the battery 1785. Safety shutdown
terminal T100 and safety shutdown terminal T200 are con-
nected in parallel to the RUN/STOP switch of the power
generator, for example, of switch 1010 in FIG. 10. Switch
1010 is either disconnected and removed, or left in the ON
position as explained above (so the engine can be run). Nor-
mally Closed switch SW170B is also connected in parallel to
terminals T100 and T200. When SW170B is in the RUN
mode (SW170A will then be electrically closed), terminals
T100 and T200 will also be electrically open, allowing the
generator to run. When switch SW170B is switched to the
STOP position (SW170A will now interrupt power to safety
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device and CO detector), it will short terminals T100 and
T200 effectively shutting down the engine. Microcontroller
1720 polls the CO sensor 1710, and upon determination of
dangerous levels of CO (based on algorithms such as the one
taught in U.S. Pat. No. 7,142,105) it will accordingly indicate
CO level and battery status. RED LED 1740 with similar
status indication as explained in FIG. 2, as well as audible
alarm or buzzer 1730. Output port 1790 from microcontroller
1720 is used as a control signal to actuate a normally open
(NO) electromechanical relay (or NO SSR) 1770. Note that a
NO type relay is used in order to conserve the life of the
battery. In normal operating conditions, and in the absence of
toxic levels of CO, control signal 1790 is low. Since NO relay
1770 is de-energized, SAFETY SHUTDOWN TERMINALS
T100 and T200 are on an electrically open state. Since these
terminals are connected in parallel to RUN/STOP switch of
power generator as described elsewhere herein (i.e. FIG. 16)
they will control the gas engine of power generator 1600. If
dangerous levels of CO are detected, or TEST/RESET push-
button 1765 is used to test the unit, microcontroller 1720
under software control, in addition to setting LED 1740 and
sounding audible alarm 1730, will set output pin 1790 high.
This will cause buffer transistor 1760 thru base current lim-
iting resistor 1750 to go into saturation, causing NO relay
1770 to be energized. Once energized, relay contacts 1780
will present a short in SAFETY SHUTDOWN terminals
T100 and T200; this electrical short will, in fact, shutdown the
engine. Alarm indicator LED 1740, audible buzzer 1730, and
relay 1770 can be returned to their normal operating condi-
tion either by depressing TEST/RESET pushbutton 1765 or
by switching off power to the safety device thru RUN/STOP
switch SW170. Once the system is returned to the normal
non-alarm state (and by properly ventilating the area in case
that the system detected high levels of CO), the gas engine
will then be enabled to be started again.

TEST/RESET pushbutton 1765 has a double function, as
in some of the commercial CO alarm units. If the safety
device is in a non-alarm mode (no dangerous levels of CO
detected) by depressing TEST/RESET pushbutton will cause
microcontroller 1720 to simulate an alarm, and go into an
alarm mode, and as explained above, it will also shutdown the
gas engine. [f the safety device was in an alarm state, depress-
ing TEST/RESET pushbutton will disable the audible alarm,
but it will not de-energize NO relay 1170, keeping the gas
generator in a stopped mode. It is possible that the only way
that relay 1770 may be de-energized is by ventilating the area,
and letting microcontroller 1720 go into a non-alarm mode
(by measuring and detecting a safe level of CO). The addi-
tional software functions used to actuate the relay as
explained here are minor software additions to the existing
software running microcontroller 1720, are as discussed
above and incorporation the algorithms taught in U.S. Pat.
No. 7,142,105 (incorporated by reference). Note that electro-
mechanical relay 1770 and associated circuitry, such as 1750
and 1760 can be replaced by a solid state relay.

FIG. 18 shows the block diagram of an internal power
supply to power CO detector and safety device (whether is a
commercial unit or an OEM type manufactured unit for use as
asafety device as described herein); said power supply 180, in
addition to power the safety device, it will be used to power up
a battery charging circuitry 186. The safety device described
here, which can be anyone of the embodiments described
above, will then contain rechargeable batteries 185, accord-
ing to the type of CO detector used (i.e. 1.5V or 9V or a
combination) which will be used as explained herein. Fur-
thermore, the safety device works most of the time using the
power generated by the portable gas generator. Rechargeable
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batteries can be of the NiCd, NiMh, SLA (sealed lead acid) or
any other suitable type of battery and circuitries known to
those of skill in the art. Power supply 180, being part of the
safety device and CO detector, is plugged into the power
generator in a similar manner as explained with respect to
FIG. 16. When the power generator is not running, and as
explained above, RUN/STOP switch interrupts the power to
the safety device, therefore there is no current drain from the
backup batteries. Batteries will only discharge due to their
internal resistance. Once the generator is started, safety
device will obtain power from power supply 180, since the
generator is generating power. Diode 183 will then be con-
ducting, while diode 182 will be open, further isolating
rechargeable battery(s) 185. Battery charging circuit 186 is
used to charge batteries 185. CHARGE/NORMAL switch
187 is left in the closed position when rechargeable batteries
are used in the system. This switch is used to disable the
battery charging circuitry if the rechargeable battery does not
have enough power to allow the cranking of the power gen-
erator. Ifthis was the case, for example after a long year where
the power generator was not used, by simply moving the
switch to the NORMAL position, regular alkaline or other
type of non rechargeable batteries could be used.

FIG. 19 shows an implementation of a power switch, which
may be manufactured as a retrofit or replacement switch for
regular wall switches, and it will shut down the power to the
appliance that is wired to that switch in case toxic levels of gas
(such as CO) is detected.

This switch can be used, for example, to replace the com-
monly used switch denoted as “EMERGENCY™ in gas and
oil fired furnaces. This switch is usually mandatory by the
NEC (National Electrical Code) for installations of all fur-
naces. Embodiments of the invention may be built in such a
way that they may fit in commonly used electrical boxes as a
replacement switch, both for existing and new constructions.
Incoming power from main 1930 is wired to normally open
relay contacts 1900 of electromechanical relay 1920 (note
that this electromechanical switch could be a NO SSR). Main
power continuously feeds power to transformer 1934 regard-
less of relay’s contacts 1900 being opened or closed. This
guarantees that the CO detector and associated safety cir-
cuitry are powered all the time. Transformer 1934 and power
supply 1935 power the electronics and safety device. Toxic
gas detector, or CO detector 1970 could be any commercial
CO detector of any type as described above. LED 1990 is a
visual indicator or a plurality of LED’s to indicate status of
CO detector 1970 according to FIGS. 2-4. Buzzer or audible
indicator 1980 sounds in the event of a detection of toxic
levels of the gas being monitored. Control lines 1928 energize
or de-energize coil of electromechanical relay 1920 in
response to alarms or normal operation, functioning on a
similar way to the embodiments described above. Switch
1925 is used as a manual switch to turn the power feed to
appliances ON or OFF in a similar way as the mechanical
switch being replaced.

In normal operation, and in the absence of toxic levels of
gas, relay 1920 is continuously energized (provided manual
ON/OFF switch 1925 is electrically closed) thru control lines
1928 from CO detector receiving power from power supply
1935. Contacts 1900 of electromechanical relay 1920 are
therefore electrically closed, providing power to the appli-
ance thru power feed 1960 (for example a gas or oil fired
furnace ina residence). Ifhigh levels of toxic gas are detected,
or the CO detector’s alarm 1970 is triggered thru the TEST
switch, relay 1920 will be de-energized, effectively and
immediately removing power from the appliance connected
to power feed 1960. Electromechanical relay 1920 will again
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be energized (and power restored to the appliance) only when
CO detector 1970 detects that levels of the toxic gas being
monitored have returned to safe levels.

In normal operation conditions, manual switch 1925 will
remove power to relay 1920, effectively shutting down power
to the appliance, acting as a normal ON/OFF switch.

Inthe embodiments described above, safety device gets the
main power from the generator’s outlet. In certain generators,
where the safety device will be built-in, the main power may
be obtained directly anywhere within the generator itself, or
by internal wiring in the control panel.

In addition, it is possible to use the low voltage from the
magneto of a gas-engine, or for example, if another coil
somewhere is wrapped in the U-shaped armature, to obtain
the main power for the safety device to operate and/or pre-
serve the backup batteries. It is also important to point out that
many commercial generators generate 12 Volts DC, which
can be also effectively used in any of the embodiments
described, to power up the safety interrupt electronics as well
as the CO detector. Such a generator is manufactured by
Champion model C46535.

FIG. 20 shows an embodiment of the invention, using an
electromechanical switch without the need for a dedicated
NC relay or SSR as in the rest of the implementations. This
may be the most economical solution, and it may not need the
use of backup batteries for the safety device. In essence, this
is a mechanical implementation of an electronic SET/RESET
type flip-flop, where the SET function is performed manually
by pushing a button, and the RESET is performed by a sole-
noid when the solenoid gets de-energized.

A possible disadvantage of this type of system is the fact
that in order to trip the switch and effectively shut down the
generator, the safety device needs to have power at least once
to energize the holding solenoid. If the alternator in the power
generator is defective, and it never generates power once it is
started, the gas engine may continue to generate toxic fumes
which may reach dangerous levels. If there is no power alto-
gether, the CO detection system will not be able to detect the
levels of the toxic fumes and shut down the engine, in which
case a safety device with battery backup may be desirable.
Safety device 2000 analyzes the level of toxic gas in the air, by
using sensor 2030. Mechanical button 2190 of electrome-
chanical switch 2010 is pushed manually in order to start the
engine. Once this button is pushed in, contacts 2040 of switch
2010, connected in parallel thru connection 2050 to genera-
tor’s RUN/STOP switch 2070, are mechanically and electri-
cally kept in a normally open state, allowing power generator
2060 to be run (since RUN/STOP generator’s switch 2070 is
open or absent, as explained herein). Once power generator
2060 is running, power generated by the alternator (or igni-
tion system), is then used to power up safety device 2000.
Once powered up, safety device 2000 energizes and keeps
energized internal solenoid 2090 of electromechanical switch
2010. The normal state of safety device 2010 is to have
solenoid 2090 energized. That is, if levels of toxic gases are
safe, solenoid 2130 is kept energized.

Once levels of toxic gases reach dangerous levels, solenoid
2130 is de-energized, tripping electromechanical switch
2010, which in turn will short normally closed contacts 2040,
effectively shutting down the power generator 2060. Note that
if for any reason the power generator stops generating power,
safety device 2000 will lose power, and in turn, solenoid 2090
be de-energized, again, effectively shutting down the genera-
tor, in this case for redundant and safety reasons. Note that all
electronic circuits used in the other embodiments described
above will work with this mechanism, in place of the NC
electromechanical relay or NC SSR.
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FIG. 21 shows one implementation of such electrome-
chanical switch 2010 of FIG. 20, in the de-energized position
(i.e., before the generator can be run—so power is absent).
Note that this is one type of implementation, and persons
skilled in the art may implement other types. Housing 2100
houses all the electromechanical components of the switch.
Knob 2190 is used to RUN and or STOP the power generator.
Spring 2170 returns knob 2190 to its resting position. Micro
switch 2110 is a normally open switch (when not actuated its
contacts 2040 are electrically open). As shown, micro switch
2110 is actuated, and therefore electrical connections 2040
present an electrical short. Spring 2125 returns plunger 2140
to its resting position when solenoid 2130 is not energized.
Plunger 2140 has a projection 2165 and a notch 2135, and it
is made of'a magnetic material, which will cause its retraction
when solenoid 2130 is energized. Lever 2150 can rest on
either one of two stable states “A” or “B”, due to compressed
spring 2145 and pivoting point 2155. Shown in FIG. 21 is
state “A”, which keeps pressure against plunger 2140.

FIG. 23 shows lever 2150 on its stable “B” state. Spring
2145 is used to keep lever 2150 in either one of the two states.
Extension rod 2160 of knob 2190 is used to return lever 2150
from state “B” to state “A” once knob 2190 is pushed in. Knob
2190 is kept in place by stops 2180, which also limits is travel
distances.

In order to start the generator, knob 2190 is pushed in
(towards the housing), causing spring 2170 to compress; it
also pushes plunger 2140, compressing also spring 2125.
Once notch 2135 of plunger 2140 lines up with lever 2150
(and due to pressure caused by spring 2145 and pivoting point
2155), lever 2150 will hold plunger 2140 in place (as shown
in FIG. 22). Spring 2125 is slightly compressed, and micro
switch 2110 will now be electrically open, presenting an
electrical opening on connections 2040.

FIG. 22 shows this state in detail (generator is ready to be
started, but not started yet, and therefore safety device is not
energized). Plunger 2140 is retained in position (after being
manually pushed in by knob 2190) by lever 2150, which holds
it mechanically locked because of spring 2145, and pushing
lever 2150 around its pivoting point 2155 (in addition, lever
2150 “jams” plunger 2140 due to tension in springs 2125 and
2170). Plunger 2140 is now compressing spring 2125, and
also releasing micro switch 2110, which in turn (since it is a
normally OPEN switch) allows the generator to be started.
Note that if lever 2150 was previously in state “B” (not ready
to hold plunger 2140 in place thru notch 2135), by depressing
knob 2190 to the RUN position, it will change lever 2150 to
state “A” by means of push rod 2160. Now, the generator can
be cranked up (manually or electrically). Once cranked up,
the generator will now generate power.

FIG. 23 shows the state of the switch while the generator is
running. Once the generator started to generate power (thru
the alternator or ignition system), it will power safety device
2000, and therefore electromechanical switch 2010 as
explained with respect to FIG. 20.

In this state, safety device 2000 energizes solenoid 2130
thru electrical connections 2005 when the safety device is not
detecting high level of toxic gases. Due to its receiving power,
solenoid 2130 pulls ferromagnetic plunger 2140, and projec-
tion 2165 pushes down lever 2150 to stable state “B.” Stable
state “B” is as shown in this figure. Lever 2150 is held in state
“B” due to spring 2145 and pivoting point 2155 of lever.
Spring 2125 was also further compressed. In this state, and
because of lever 2150 being in state “B,” de-energizing sole-
noid 2130 will cause (because of compressed spring 2125)
plunger 2140 to return immediately to (due to lack of mag-
netic pull from solenoid 2130) to its original state, further
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pressing micro switch 2110, and closing electrical path thru
electrical connections 2130. Once this electrical path is
closed, the generator’s engine will be shut down. De-energiz-
ing the solenoid is caused either by a high level of toxic gases
detected and proper reaction of safety device 2000, shutting
down the gas engine, or by a problem with the generator
stopping to generate power. This is an additional safety fea-
ture, which will shut down the engine in case that the genera-
tor will stop generating power. If everything is normally oper-
ating, such as no high levels of toxic gases, generator is fully
functional, etc, then solenoid 2130 will be continuously ener-
gized. Note that once solenoid 2130 is de-energized as
explained above, return of plunger 2140 to its resting position
will also push outwards knob 2190 to its “STOP” state. Under
normal operating conditions, and with solenoid 2130 ener-
gized, (generator is running) by pulling on knob 2190 (away
from housing 2100), plunger will be released from its mag-
netically pulled state, and micro switch 2110 will be pushed,
initiating a generator shutdown as explained above. This is
the manual STOP function, implemented pulling of knob
2190.

FIG. 24 shows how to generate power for the safety device
from the magneto (or generator) used in the ignition system of
a typical small gas engine. It may be convenient to power up
the safety device from the ignition system rather than from the
power generated by the alternator. This may be the case of
certain appliances, such as snow throwers, where power is not
being generated, and a small gas engine is used.

A magneto is basically an electrical generator that has been
tuned to create a periodic high-voltage pulse rather than con-
tinuous current. An electrical generator (or a magneto) is the
reverse of an electromagnet. In an electromagnet there is a
coil of wire around an iron bar (the armature). When current
is applied to the electromagnet’s coil (e.g. with a battery), the
coil creates a magnetic field in the armature. (In a generator,
the process is reversed; a magnet moves past the armature to
create electric current in the coil.) A magneto consists of the
following parts: An armature 2400, normally shaped like a
capital “U”. The two ends of the U point toward the flywheel
2440. A primary coil 2410 (which may have 200 turns) of
thicker wire is wrapped around one leg of the U. A secondary
coil 2420 (which may have 20,000 turns of thinner wire
wrapped around the primary coil). An electronic control unit
that may include ignition module 2430 and/or a set of breaker
points and a capacitor. A plurality of permanent magnets 2465
are embedded in the engine’s flywheel 2440. When the mag-
nets 2440 fly past the U-shaped armature 2400, they induce a
magnetic field in the armature. This field induces some small
amount of current in the primary coil 2410 and secondary coil
2420. A sufficiently high voltage should be used, so that as the
magnetic field in the armature reaches its maximum, a switch
in the electronic control unit 2430 opens. This switch breaks
the flow of current through the primary coil and causes a
voltage spike (such as 200 volts). The secondary coil, 2420,
having 100 times more turns than the primary coil, amplifies
this voltage to approximately 20,000 volts, and this voltage
feeds to the spark plug. By adding a third winding 2450 to the
armature 2400, part of the magnetic field present in the arma-
ture, is induced into this coil, presenting an alternating current
AC at the output terminals of winding 2450. By feeding this
AC voltage to full bridge rectifier formed by diodes D1, D2,
D3, and D4 in diode bridge 2460, a direct current DC voltage
is obtained. Capacitor 2470 is used to filter the DC voltage
output by bridge 2460. Voltage regulator 2480 regulates the
output DC voltage from full bridge to a desired voltage
needed to operate the safety device.
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FIG. 25 shows a safety device to alarm and control the
source of toxic gases in appliances that use, for example,
tanks of propane gas, such as those used in portable space
heaters, BBQs, etc. Tank of gas 2500 may be a liquefied fossil
fuel, propane, or other flammable gas. When the gas in its
liquefied state leaves the tank it changes into a gas state,
which is used for cooking, heating, etc. These types of appli-
ances generally should not be used in confined spaces since
their combustion depletes oxygen and generates toxic gases,
such as carbon monoxide. It is an intention of this embodi-
ment of the invention to detect, alarm, and shut down the flow
of gas to the appliance in case that the levels of toxic gases
reaches dangerous levels. Gas tank 2500 connects to a flexible
hose 2520 thru shut off valve 2510. The pressure inside the
gas tank is much higher than the pressure needed by the
appliance, and also this pressure fluctuates depending on the
volume of gas contained in the tank, being the highest when
the tank is filled up to maximum capacity. Gas pressure regu-
lator 2530 reduces high-pressure gas in a cylinder or process
line to a lower, usable level as it passes to another piece of
equipment. It may also serve to maintain pressure within a
system. However, the regulator is not a flow control device. It
is used to control delivery pressure only. There are three basic
operating components in most regulators: a loading mecha-
nism, a sensing element, and a control element. These three
components work together to accomplish pressure reduction.
The loading mechanism determines the setting of the regula-
tor delivery pressure. Most regulators use a spring as the
loading mechanism. When the regulator hand knob is turned,
the spring is compressed. The force that is placed on the
spring is communicated to the sensing element and the con-
trol element to achieve the outlet pressure. The sensing ele-
ment senses the force placed on the spring to set the delivery
pressure. Most regulators use a diaphragm as the sensing
element. The diaphragms may be constructed of elastomers
or metal. The sensing element communicates this change in
force to the control element. The control element is a valve
that actually accomplishes the reduction of inlet pressure to
outlet pressure. When the regulator hand knob is turned, the
spring (loading mechanism) is compressed. The spring dis-
places the diaphragm (sensing element). The diaphragm then
pushes on the control element, causing it to move away from
the gas pressure regulators’ seat. The orifice becomes larger
in order to provide the flow and pressure required. Safety
device 2540 is placed inline between the pressure regulator
and the appliance’s gas connecting line, 2520.

FIG. 26 shows an implementation of an embodiment of the
invention by using the simplest commercial available CO
detector known to the inventor in the market. A safety device
of this type may use this CO detector or it may be manufac-
tured as a whole unit. Referring to FIG. 26, microcontroller
2620 polls the CO sensor 2610, and upon determination of
dangerous levels of CO (based on specific algorithms as
described above) it will accordingly indicate CO level and
battery status RED LED 2640 with similar status indication
as explained with respect to FIG. 2, as well as audible alarm
or buzzer 2630. Output port 2690 from microcontroller 2620
is used as a control signal to actuate a normally closed (NC)
electromechanical gas valve 2670. This is a gas valve that
needs a voltage pulse in order to open the flow of gas, and it is
designed to draw a minimal amount of current (in order to
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conserve the battery of the safety device) while in the OPEN
holding state. Such type of valves are readily available. It is
important to note that in the absence of power, whether
caused by low or removed batteries, this valve will be nor-
mally closed and the gas flow 2600 is interrupted. In normal
operating conditions, and in the absence of toxic levels of CO,
control signal 2600 is high, allowing the flow of gas thru gas
pipe or hose. If dangerous levels of CO are detected, or
TEST/RESET pushbutton 2665 is used to test the unit, micro-
controller 2620 under software control, in addition to setting
LED 2640 and sounding audible alarm 2630, will set output
pin 2690 low. This will cause buffer transistor 2660 thru base
current limiting resistor 2650 to go into a non conducting
state, causing NC gas valve 2670 to be shut off. In embodi-
ments of this invention, alarm indicator LED 2640, audible
buzzer 2630, and gas valve relay 2670 can be returned to their
normal operating condition by depressing TEST/RESET
pushbutton 2665 and by properly ventilating the area in case
that the system detected high levels of CO.

TEST/RESET pushbutton 2665 has a double function, as
in some of the commercial CO alarm units. If the safety
device is in a non-alarm mode (no dangerous levels of CO
detected) by depressing TEST/RESET pushbutton will cause
microcontroller 2620 to simulate an alarm, and go into an
alarm, as explained above; it will also shutdown the gas valve.
If the safety device was in an alarm state, depressing TEST/
RESET pushbutton will ONLY disable the audible alarm, but
it will not reopen the gas valve. The additional software
functions used to actuate the electromechanical gas valve
2670 as explained here are minor software additions to the
existing software running microcontroller 2620 are discussed
above.

It will be understood that the above-described embodi-
ments are merely illustrative of the principles of the invention
and that other arrangements may be devised by those skilled
in the art without departing from the spirit and scope of the
invention.

What is claimed is:

1. An electromechanical switch comprising:

(a) a plunger;

(b) a first switch in contact with said plunger in a first
position of said plunger, in which a connection of said
switch is open;

(c) a button in sliding contact with said plunger;

(d) a solenoid in contact with said plunger in a second
position of said plunger, in which a connection of said
first switch is closed; and

(e) a holding element in said plunger in contact with an
engaging element in a third position of said plunger, in
which said plunger is not in contact with said first switch
and is not in contact with said solenoid, and a connection
of said first switch is closed.

2. The electromechanical switch of claim 1 in which said

first switch is coupled to a relay.

3. The electromechanical switch of claim 1 in which said
first switch is coupled to a normally closed switch.

4. The electromechanical switch of claim 1 wherein said
holding element is a notch.

5. The electromechanical switch of claim 1 wherein said
engaging eclement is a lever.
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